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Produktnummer: srl02

Sena SRL
Tilbud!

kr 3.599,00
Antall
Kjøp

• Beskrivelse
Sena SRL Spesialtilpasset Shoei Neotec 2 og GT-Air 2.

GENERAL
Talk time: 10 hours

Operating temperature: -10˚C ~ 55˚C (14°F ~ 131°F)

Dimensions:

Speaker: driver unit unit 31.9 mm – thickness 4.4 mm

Boom microphone: length 55 mm

Wire between speakers: length 85 mm

Weight:

Module: 100 g (3.53 oz)

BLUETOOTH
Headset Profile (HSP)

Hands-Free Profile (HFP)

Advanced Audio Distribution Profile (A2DP)

Audio Video Remote Control Profile (AVRCP)
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MC-butikken AS

Bluetooth 4.1

INTERCOM
Working distance: up to 1.6 kilometers (1.0 mile) in open terrain

AUDIO
Advanced Noise Control™

Built-in SBC Codec

Wide volume control

Sample rate: max. 48 kHz (DAC)

FM RADIO
Built-in FM radio with RDS AF (Radio Data System Alternate Frequencies)

Radio region: worldwide

Radio frequency specifications: 64 ~ 108MHz

10 preset station memory with automatic scan function

BATTERY
Charging time: 2.5 hours

Type: Lithium polymer
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